
39Finish: RAL 2000 RAL 3000 RAL 5012 RAL 6011 RAL 7005 hot-dip galvanized

Safety bolt

Ideal for transporting otherwise unsteady 
or long loads such as plastic pipes or long 
material 

 � sturdy steel construction

 � forks quickly and easily inserted

 � secured with a bolt to prevent accidental slipping

Individual constructions on request

LONG MATERIALS CARRIERS TYPE LGT

Dimensions 
(l x w x h) in mm 

Useable length
in mm

Load capacity
in kg

Weight in kg 
paint. / galv.

LGT 1,5 1390 x 2000 x 280 1200 1500 207 / 223
LGT 2,5 1390 x 3000 x 280 1200 2500 243 / 262
LGT 3,5 1410 x 4000 x 300 1200 3500 315 / 339
LGT 4,5 1410 x 5000 x 300 1200 4500 350 / 377

Fork sleeve inside dimensions in mm

A
C

B

A B C
LGT 1,5 495 160 60
LGT 2,5 630 160 60
LGT 3,5 920 200 80
LGT 4,5 920 200 80

Fork sleeve (hoops) inside dimensions in mm

 B C
LSW 1,3-2,5 200 80

C

B

Sidecar with fold-out fork pockets for  
transporting long material

 � sturdy steel construction

 � fold-out fork pockets

 � four plug-in stakes

 � pick up to the side of the forklift

 � set of 4 polyamide swivel castors, Ø 180 mm, 
2 of them with a brake

LONG MATERIALS SIDECARS TYPE LSW

Dimensions (l x w x h) in mm
fork pockets upright

Dimensions (l x w x h) in mm
fork pockets folded out

Load capacity
in kg

Weight in kg 
paint. / galv.

LSW 1,3 2070 x 1090 x 730 2070 x 1300 x 730 1350 82 / 88
LSW 2,5 2070 x 1090 x 730 2070 x 1300 x 730 2550 82 / 88


